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GSFC Powered Industrial Truck (PIT) Daily Check List
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LDE Operator
(sign/License #)
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1. Certification tags current, warning
    signs legible, and Operator's Manual is
    present
 
2. General Exterior:
·         Data Plate present and legible
·         Overhead guard
·         Leaks underneath unit
·         Tires, wheels, & lugs
·         Lubrication
·         Dents and dings
 
3. Forks and actuators:
·         Forks and back rest
·         Hydraulic Lift Cylinders and hoses
·         Lift Chains and rollers
·         Tilt Cylinders
·         Mast Assembly
 
4. Electrical:
·         Proper battery fluid level and connections,  
           leaks, battery indicator for charge level
·         Electrical components and connections,                  
          wiring and electrical cables
·         Drive motors
 
5. Engine Compartment (visual inspection):
·         Engine & Battery
·         Propane cylinder
·         All fluid levels
·         Drive belts, linkages, control cables, 
         brackets
 
6. Attachments
·         Visible damage, installed properly, OEM-
           approved
 
7. Operating Station:
·         Horn
·         Backup alarm and other alarms
·         Lights
·         Gauges  - visual
·         Glass & mirrors
·         Seat belts
 
8. Vehicle Controls
·         Parking/seat/emergency brakes
·         Service Brake
·         Steering  -Through full range of motion
·         Controls  - Operate freely and proper 
           response
·         Smooth engine operation
·         Emergency Stop
 
9. Lift controls (operate through full range):
·         Hydraulic Lift
·         Tilt Cylinders
   ·            Side Shift Cylinder
1. Certification tags current, warning    signs legible, and Operator's Manual is    present 2. General Exterior:·	Data Plate present and legible·	Overhead guard·	Leaks underneath unit·	Tires, wheels, & lugs·	Lubrication·	Dents and dings 3. Forks and actuators:·	Forks and back rest·	Hydraulic Lift Cylinders and hoses·	Lift Chains and rollers·	Tilt Cylinders·	Mast Assembly 4. Electrical:·	Proper battery fluid level and connections,  	  leaks, battery indicator for charge level·	Electrical components and connections,		 	wiring and electrical cables·	Drive motors 5. Engine Compartment (visual inspection):·	Engine & Battery·	Propane cylinder·	All fluid levels·	Drive belts, linkages, control cables, 	brackets 6. Attachments·	Visible damage, installed properly, OEM-	  approved 7. Operating Station:·	Horn·	Backup alarm and other alarms·	Lights·	Gauges  - visual·	Glass & mirrors·	Seat belts 8. Vehicle Controls·	Parking/seat/emergency brakes·	Service Brake·	Steering  -Through full range of motion·	Controls  - Operate freely and proper 	  response·	Smooth engine operation·	Emergency Stop 9. Lift controls (operate through full range):·	Hydraulic Lift·	Tilt Cylinders   ·	   Side Shift Cylinder
√ = Satisfactory  U = Unsatisfactory (see next page) --  = Not Applicable
 
 
√ = Satisfactory  U = Unsatisfactory (see next page)  = Not Applicable Below-the-hook lift devices (slings, shackles, hoist rings, eyebolts, lift beams etc.) must be visually inspected before use, and within load test certification.  Tags shall be present on the device containing load test information (date of load test, load test weight, capacity etc.) 
     The following items below shall be checked daily
(PIT) Report
LDE Operator's Comments
LDE Group Response (to be filled out by LDE Technician only)
Item #
Problems/Issues with PIT
(PIT) is safe to use until repairs
Stop Use of (PIT) until repairs are completed
(PIT) has been repaired and is safe to use
CAUTION: If any malfunction or unusual noises are observed, stop using the device and contact your supervisor, the LDE Owner, or LDE Group immediately.  Personal using LDE shall be trained, qualified, and certified for that type of LDE
 
CAUTION: If any malfunction or unusual noises are observed, stop using the crane/hoist and contact your supervisor, the LDE Owner, or LDE Group immediately.  Personal using LDE shall be trained, qualified, and certified for that type of LDE 
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